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ABSTRACT 
The Interferometry Program Experiments (IPEX) I and I1 are a series of flight experiments designed to characterize 
microdynamics of structures in space. These  technology demonstration flight experiments are precursors to the Space 
Interferometry Mission (SIM), Next Generation Space Telescope (NGST) and Terrestrial Planet Finder (TPF), and will 
address the missions’ nanometer-level structural stability requirements. Of particular interest is potential thermal snapping 
when space structures undergo rapid thermal variations,  such as a sun-to-shade transition. This information is needed to 
characterize uncontrollable high frequency disturbances,. and to validate structural designs and modeling approaches for 
joint-dominated extruding structures. Another  objective of the experiments is to characterize typical mechanical disturbances 
of spacecraft while on-orbit for the purpose  of  modeling  and disturbance response prediction for future optical space 
missions. Both experiments are performed on the German DARADASA free-flying platform Astro-Spas, which is sortied 
out of the shuttle and retrieved after an independent 10-day  mission. IPEX-I, performed during the STS-80 mission in 
December 1996, characterized the  on-board dynamics of the spacecraft during normal operations and quiescent periods. 
IPEX-11, performed during the STS-85 mission in August  1997,  monitored the microdynamic behavior of a representative 9- 
bay  AEC-ABLE mast. The flight data demonstrates the existence of transient microdynamic events that are correlated with 
temperature transitions. However, the overall spacecraft flight disturbances 
and broadband boom stability meet the requirements of precision space 
optical systems. 

1. INTRODUCTION 
The objective of NASA’s Origin Program  is to address the fundamental 
questions of our place in the universe, such as how galaxies, suns and 
planetary systems form. Origins will use revolutionary new technologies to 
investigate these questions with a suite of new, low-cost observatories in 
space  and  on the ground. These space missions are  now  in the planning  and 
definition stages, and will be launched in the  beginning of the  new 
millennium. The missions include the Space Interferometry  Mission  (SIM), 
the Next Generation Space Telescope (NGST),  and  the Terrestrial Planet 
Finder (TPF) [l] (Fig. 1). Figure 1. Terrestrial  Planet  Finder  Design 

One of the technologies that  must be accomplished to meet the Origins science requirements is nanometer (lO-’m) level 
stabilization up to 300Hz of the optical pathlength on light weight 10-meter to 100-meter class flexible structures, in the 
presence of spacecraft vibrations and transient thermal distortions. Most of the disturbances will be attenuated through 
vibration isolation at the  mechanical disturbance source  (e.g.,  reaction wheels) and through high-bandwidth optical 
pathlength control of the delay lines and fast-steering mirrors.  However, of concern are the quasi-random disturbances, such 
as thermally induced vibrations that are  likely to occur  when the spacecraft  is subjected to large instantaneous temperature 
gradients or the quasi-static mechanical load redistribution when the instrument will be  moving  large masses. Also, the 
successful implementation of vibration attenuation strategies require  an a-priori knowledge of the vibration source 
characteristics, of the propagation of these disturbances throughout the structure, and of the dynamic properties of the 
structure in  its zero-g operating conditions. These  disturbance  models, together with structural models, are required for 
integrated opto-thermo-mechanical disturbance prediction, instrument  design,  and science requirement verification. 

However, little  is actually known about the high frequency  broadband microdynamic behavior of large structures on orbit up 
to several kilohertz. Data from the Hubble Space Telescope  demonstrated the existence of thermally induced snapping [2]. 
Some microgravity surveys were performed on orbiting  space  platforms,  such as EURECA [3]. However, the objective of 
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those measurements was to characterize the  low-frequency  behavior  below  5HZ  for verification of the microgravity science 
requirements. 

The Interferometry Program Experiments, IPEX-I  and IPEX-11, took advantage of two ASTRO-SPAS (Shuttle PAllet 
Satellite) flights, scheduled off STS-80  (November 1996) and  STS-85  (August 1997) to gain more knowledge on  the 
broadband mechanical and thermal behavior of actual space structures on orbit. The reusable science satellite, ASTRO-SPAS 
(AB), is a spacecraft developed by MBB Deutsche Aerospace,  which  is  launched  into  Earth  orbit by the Space Shuttle and 
deployed for a free flight period of approximately 10 days. At the end of its  mission, the A/S is retrieved into the Shuttle and 
returned to Earth. The A/S is designed as the primary structure for precision optical instruments and can accommodate 
telescopes with dimensions up to 1.2m  diameter  and  3.9m  length; additional small instruments can be mounted on the top  or 
side of the pallet. The main structure of the A/S is roughly 4.6 ft  x 14 ft x 2.3 ft, as shown in Figure 2. The total payload 
mass can reach 1800 kg, with  an integrated satellite system  mass of up to 3600 kg. The A/S is a low weight, high stiffness 
frame made out of carbon fiber compound tubes and titanium nodes,  with standardized aluminum mounting panels for 
subsystem  and payload equipment. Passive thermal control is 
achieved via radiation and  conduction through multi-layer 
insulation blankets. The A/S has a 3-axis-stabilized  gyroscope 
control system with precision star trecker as reference for pointing 
accuracy below 5 arcsec to astronomical targets. Twelve  cold gas 
thrusters of 100 mN each are used for attitude control. Two 
thruster blocks are attached at the +Y and -Y ends of the structure 
as shown in Figure 2. The third is located at the  keel  under  the 
platform. The thrusters apply a 100 mN pulse  with a maximum 
duration of 200 msec and a minimum duration of  25 msec. The 
on-board attitude control systems automatically determines the 
pulsing direction and duration. A manual override exists, which 
allows the user to define the thruster firings for specific 
maneuvers. The A/S is powered by modular Li-S02 lithium  battery 
pack of units of lOkWh each, for a total of  20 to 50  kWh  for  the 
payload depending on the mission duration. The  flight  data is 
directly recorded onto magnetic tapes, which  is  then retrieved and 
processed when the A/S returns to Earth. The A/S is controlled 

telemetry link. 

NASA  and the German Space Agency  DARA  GmbH  have  agreed to perform at least 4 joint missions with the A/S system. 
The third SPAS mission on STS-80, named “ORFEUS-SPAS’ carried the German  Ultraviolet telescope OWEUS for hot star 
observations as the core payload, with the NASA/JPL  IPEX-I as one of its  payload complement. IPEX-I characterized the 
vibrational environment of the A/S  platform  itself to determine  whether it would meet the broadband nanometer stability 
requirements of a potential SIM technology demonstration flight. The  last  SPAS mission on STS-85, named “CRISTA- 
SPAS’ carried the German CRISTA cryogenic spectrometer telescope for mapping of the Earth’s upper atmosphere, with the 
NASA/JPL IPEX-I1 as one of its  other payloads. During IPEX-11, a nine-bay joint-dominated pre-loaded truss was 
cantilevered off the side of the CRISTA-SPAS.  The  boom  was  instrumented  with accelerometers, load cells, thermistors and 
shakers for complete on-orbit dynamic and thermal characterization of a potential Origins structural element. 

2. IPEX-I 

2.1. IPEX-I Experiment Design and Objectives 
IPEX-I was designed to record the A/S accelerations during two orbits. The objective was to evaluate the on-board 
disturbances during normal operating conditions and  during a prescribed quiet time when the thruster firings are stopped. The 
expected microdynamic disturbances are those induced  by  the  gyros, flight data recorders (DAT) and the thrusters. Of 
importance are also the thermally induced vibrations, or “snap-crackle and pop”. These  may occur because of the mismatch 
in the coefficients of thermal expansion (CTE) between the graphite-epoxy frame, the titanium node connectors and the 
aluminum panels, which causes internal load redistribution. The  thermally  induced vibrations will be monitored during 
periods of thruster shutdown. 
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Approximately 229 minutes of acceleration time histories  from  twelve  micro-g accelerometers were recorded and analyzed. 
The data was used to: 
1) Characterize each on-board mechanical  disturbance identified in the  flight  log 
2) predict boom response levels  for IPEX-11, 
3) observe the structural behavior as the AIS goes through sun and shade transitions and determine whether thermal snaps 

4) correlate disturbance levels to ground tests and  finite  element  model predictions. 
exist, 

The model  used in the finite element analysis was provided by DASA, as shown  in Fig. 2 with the twelve accelerometer 
locations and direction marked. The reduced order  model  has 55 nodes  (one  for each node ball  in the frame structure) and 
330 degrees of freedom which include the ORFEUS telescope and  IMAPS telescope. 

The micro-g accelerometers used  were  Sundstrand  model  QA-2000 sensors with a built-in temperature sensor. The data 
sampling system (DSS) provided 12-bits of accuracy,  with a sampling rate of 745  Hz  and a second-order anti-aliasing filter at 
372.5 Hz. Eleven of the twelve sensors were calibrated to read  50 mg peak-to-peak and the twelfth was set at I g peak-to- 
peak. The sensor noise levels  are  approximately 9 pg between  DC  and  10  Hz,  and 80 pg between 10 Hz and 500 Hz.  Data 
was successfully recorded for all 12 accelerometers from the IPEX-1  acquisition system. The 9 pg to 50 mg  window  was 
sufficient to capture the on-orbit dynamics, since none of the recorded time histories appeared to be clipped or measuring bit 
noise. The largest acceleration recorded over all channels, except Channel 4, is  less than 25 mg. Channel 4 had calibration 
anomalies and its data will not  be  presented herein. 

2.2. IPEX-I Flight Results 
The flight data has been analyzed in detail in Ref. [4]. The  main events of the first  orbit  include a quiet time during which the 
thrusters were continuously on, 1 daylnight transition, and 1 nightlday transition. The  mechanical disturbances applied to the 
A I S  during the first orbit include the gyros, the data recorders, the  IMAPS telescope, and  the thruster nozzles. The second 
orbit includes a 3-minute quiet period where the thrusters were  intentionally inhibited, 1 daylnight transition, and 1 nighvday 
transition. The mechanical disturbances for  the  second  orbit  remain  the same with  the exception of the IMAPS telescope that 
was  not operational. The environment during  the quiet time represents the  minimum  noise floor without any thruster input. 
During this time, the measured response can  be  considered a- 
stationary, ergodic random process and  the response can  be 
quantified in terms of acceleration RMS values, peak 
accelerations, PSD's, and residual motion. 

2.2.a. Thruster and  Gyro  Activity 
The dominant disturbance to the AIS platform is  from the 
thruster firings. There are 3 sets of thruster assemblies located 
at each  end of the structure and at the bottom of the keel.  By 
comparing the thruster command  log  and  the time of the event 
measured fiom the acceleration data,  it  was concluded that the 
disturbance resulted from  the opening and closing of the 
mechanical valves on the nozzle, rather than  from  the 
acceleration due to the gas release. A sample of the measured 
accelerations in shown in Figure 3 for  Channel 5, located at 
one end of the AIS and  near  an  activated thruster assembly. The 
data includes 3-second time Deriod where (a) the thrusters are 

I "M, -on* 

_ _ _ _ _ _ _ ~ ~  ~ 

Figure 3. Typical Acceleration at Channel 5: a) Quiet 
Period, b) High Thruster Activity, c) Nominal Activity 

turned off; (b) the thruster firings are more frequent, and (c) the  thruster firings depict nominal operation modes. During these 
periods, the gyros and recorders were functioning and contributing to the  background disturbances 

\ I  

The acceleration RMS values for  the  3-second time period  19:09-19:12 during the second orbit when  the thrusters were OFF 
are presented in Table 1,  and  shown  in Figure 3a for Channel 5. The values  presented  in Table 2 are extracted from the time 
period 18:29-18:34 when  the thrusters are ON.. The RMS values  for the discrete frequency bands are obtained by integrating 
the PSD curve. Hence, the computed RMS values may also be conservative  because of aliasing. Disturbances above the 
IPEX-I flight system Nyquist frequency of 372.5 Hz will appear aliased  at a lower  frequency  in  the PSD's and  will then be 
included in  the integrated RMS values. In particular, the AIS ground  test data presented in Ref. [3], and summarized in 
Table 3, identified gyro disturbances at 800 Hz  and  500  Hz  which  are aliased down to 55 Hz and 245 Hz, respectively. Gyro 
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disturbances are predominant in channels 1, 5, 8, and  10, closest to the gyro (Fig. 4 and 5, Table 1 and 2). To provide a more 
realistic set of RMS values, a second set was  calculated  with  the gyro frequencies were filtered out at 55  and 245 Hz. 

With the aliased gyro effect removed, the RMS disturbance  levels  of  the 
AIS and  its payloads with the thrusters off, are approximately  15 pg for 
[0-101 Hz, and  150 pg [0-372.51 Hz. These  numbers do not  include 
Channels 1 and 10, which are collocated on  the top of the spacecraft, 
next to the support panels for  the Orfeus telescope. The  PSD  for 
Channel 1, shown in Fig. 4, displays large resonances between  150 Hz 
and  200 Hz, which do not appear in the  other  channels  and  could  be 
attributable to resonances in the adjacent support panels. This results  in 
broadband RMS values of about 300 pg. The quietest  channels, 2, 3, 9, 
and  12  are approximately 90 pg broadband (Tab.1). The aliasing effects 
of the gyros are the greatest at Ch. 7 with RMS increases of 60 pg for 
[lo-1001 Hz (Tab.1, Fig. 6). 

However, the thruster nozzles remain  the  most significant source of 
mechanical disturbances in the spacecraft. This  is reflected by the 
increased RMS values between the thrusters off and on period  (Table 1 
and  2),  and  is especially true for Channels 5 and 8, which are located 
nearest the thruster nozzles, and for which the broadband RMS has 
increased by approximately 100 pg. This  is  also  illustrated in Fig. 4, 
where the PSDs of Channel 5 during the thrusters on and off period  are 
superimposed. Of course, computing a PSD  for a transient signal is  not 
mathematically correct since the pulsing sequence is neither  random  nor 
periodic in nature, however, it provides a visual representation of the 
frequency content of the disturbance. The relays  impact the structure 
like an impulse, thus supplying a broadband  excitation and increasing 
the PSD floor level. Some of that increase in the  noise  floor  may  be  due 
to aliasing. Channels that are located away  from the thruster assembly 
at the +Y end of the structure, such as Channel  3, 6, 7  and 9, did  not 
display a significant change in  the  PSD (Fig. 6). Whereas,  all  channels 
located near the -Y end of the structure, such as channels 2, 5, 8, and 
11 saw significant increases. It is  suspected  that nonlinear 
mechanisms, such as joint friction and  material  damping, attenuate the 

channel I “ l h r ~ s t e r s  Off  
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....... tlna 18:46- 
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Figure 4. Typical PSD  (gt/hz)  at Channel 5, for 
thrusters-  on and  thrusters-off  phases. 
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Figure 5. PSD  (g2/hz)  at  Channel 1, for thrusters-  on 
and  thrusters-off phases of the mission. 
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pulse propagation along the structure. 

Another  way of characterizing flight data is with  residual motion, as 
shown in Fig. 7  for Channel 5. Residual motion  is  computed using the 
reverse cumulative displacement RMS and  represents the necessary 
controller bandwidth to achieve the desired stability requirement. This 
information is important when designing structures with  high stability Figure 6. PSD (g2/hz)  at  Channel 7, for thrusters- 
requirements, such as SIM. The plots presented  here  are calculated for a on and thrusters-off  phases of  the  mission. 

Table 1. Astro-Spas  On-Orbit  Disturbance RMS with 
Thrusters  Off, in units  of pg. Thrusters  On, in units  of pg. 
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period of time where the thrusters remain open in Orbit  1, a 5-minute 
period of normal operations in Orbit 1,  the  specified  quiet  time in Orbit 2, 
and a 5-minute period of normal operations in Orbit 2. In  general,  the 
response during the first orbit for normal operations is  higher  than in the 
second orbit, since the active thrusters were  located closer to Ch. 5. 
Figure 7 indicates that a 300 Hz bandwidth controller would be needed 
during nominal thruster operations to attenuate the  motion  down to 10 
nanometers. 

2.2.b. Other Disturbances 
The slewing maneuvers and transitions have no noticeable effect on the 
time histories. The only event that is  clearly evident in the  time  histories 
is  when the thrusters are turned off and  on. 

Channel 6 
...... 

The  sun transitions occur during the second orbit at 19: 16  for the 
daylnight transition and 19:51 for  the  night/day transition. None of the 
channels show evidence of a thermally induced  response or snapping 
when the platform moves  into or out of complete shade. 

lGYROS 

505 Hz 0.2mg  RMS  added by 800 Hz 
1800 Hz spike to xdir.  response of boom tip I 

1 OEM 

1 OEffi 

1 ocffi 

10607 

10608 

10609 

An  impulse appears in Channel 3 at time 19:09:26  when the thrusters are 
turned off (Fig. 8). The acceleration shows a peak  and decay ring  down 
typical of a structural response to an  impulse-like excitation. The 
magnitude is 2 mg peak-to-peak. It does not  occur  during a surdshade 
transition or a sudden change in thermal environment. Also  the  IMAPS 
telescope was  not operational during this  recorded  orbit. No other 
channels show a similar response at this time. 

EFFECT ON BOOM 
-................Î . ...... 

Negligible 
THRUSTERS  Impulse 1 mg RMS  at  boom  tip? 

-0.1 mg RMS  contribution to interface 
strut response (during grating  operation) 

Table 2. Summary of Mechanical  Disturbances  Observed  Durin 
IPEX-I1  Ground  Integration  Tests [3]. 

Figure 7. Residual  Motions  at  Channel 5 for 
Thrusters on and off  conditions. 

Figure 8. Anomalous  Impulse  at  Channel 3. 

3. IPEX-I1 

3.1. IPEX-I1  Experiment  Design  and  Objectives 
The data obtained from  IPEX-I  was then used to estimate the background Figure 9- IPEX-11 boom 0I"bit 
disturbances for the follow-on flight experiment, IPEX-11, flown  on  STS- 
85 in  August 1997. In IPEX-IT, a 9-bay  AEC-ABLE  Deployable 
Articulated Mast  boom  (ADAM), constructed from graphite composite 
and steel fittings, was cantilevered of the side of the AIS. The boom was 
launched pre-deployed to avoid  mechanical contamination from latch  and 
deployment mechanisms (Fig.9). The  objective of the  IPEX-I1 
experiment is to quantify the microdynamic stability of a potential 
structural element of an Origins structure. As  in the case of IPEX-I,  the 
prime concern is the existence of thermally induced  snapping.  Since the 
joints of the IPEX-I1  boom  are  heavily  pre-loaded,  the  common belief 
prior to the flight, was that snaps should  not occur. Secondary objectives 
are the determination of the dynamic properties of the  boom  on-orbit 
and the propagation attenuation of known  mechanical disturbances. Figure 10. IPEX-I1 Instrumentation  Layout. 
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To meet these objectives, the instrumentation included 24 micro-g Sundstrand QA200accelerometers, 8 load cells, 42 
temperature sensors, and 2 proof-mass shakers (Fig. 10). A set of 6 accelerometers and 6 load  cells were collocated inside the 
boom-to-spacecraft interface struts to characterize the 6 interface degrees-of-freedom. Sixteen accelerometers were installed 
along the boom, including 2 that were collocated  with the 2 shakers  and  load  cells at the tip of the boom. The shakers 
performed on-orbit modal tests to characterize the  linearity  and  modal properties of the boom. The remaining 2 
accelerometers were installed on the AIS to detect the  source of the vibrations measured on the boom. The 48 temperature 
sensors were installed on the IPEX-I1  boom, of which 24 were inside the accelerometer casing for calibration purposes, 22 
were collocated with the accelerometers to monitor  the ambient temperature in the event of a thermal snap, and 2 were on 
either side of a boom strut to investigate thermal gradients across a structural member. Close to 50 hours of on-orbit data was 
recorded at a lKhz sampling rate with 16-bit accuracy. Currently,  the  noise floor is estimated at 22pg. The on-orbit tests will 
be followed by a suite of ground experiments and analyses performed at JPL, MIT  and the University of Colorado at Boulder. 

3.2. IPEX-I1 Mechanical Description 
IPEX-I1  is an AEC-ABLE  9-bay  ADAM  boom  that  measures 
2.3mx0.3mx0.3m. It  is assembled of CFRP  graphite  battens  and 
longerons, 440C steel ball fittings at the end  of the struts, and 3021304 
CRES steel cable diagonals with ball end-fittings to provide  pre-load to 
the joints (Fig. 11). The ball joints rest in spherical socket with a 
nominal pre-load of 275 lbs. f 25  lbs.  The  boom is launched  pre- 
deployed, and the deployment clasp mechanisms  within the cable pulley 
assemblies are restrained against motion with 2 fasteners. The boom  is 
cantilevered to the side of the AIS with 6 interface  support struts (Fig. 
12). Five of the support struts are  made  of graphite epoxy,  and  are  less 
than 32” long. The sixth strut is  made  of  titanium  and is 4” long.  The 
support struts are attached to the boom through an invar  end plate to 
minimize CTE (coefficient of thermal expansion) mismatch  between 
the struts and the boom. Inside each of the support struts are 6 sets of 
collocated accelerometers and  load  cells to provide the full 6-dof 
representation of the AIS disturbance inputs  into  the  boom.  The  free- 
end of the boom  is restrained during  launch  and  landing  with a stow  pin 
mechanisms, which is then opened during flight. The torsional rigidity 
of the boom  is also maintained with an aluminum free-end plate through 
which the stow-pins passes, and to which 2 orthogonal  shakers  are 
attached to perform th eon-orbit modal tests. Thermal  MLI tape is 
applied locally to the boom joint fittings and to the pulley  plates to 
minimize temperature gradients. The sensor cables have service loops 
that minimize their stiffness coupling to the boom,  and  are fed down to 
a cable tray located just under the boom.  The sensor signal conditioners 
are located inside the cable tray. The total mass of the  boom  assembly 
is 38.9 Kg, which includes 13.3Kg  for the boom, 9.4Kg for the fixed 
end plate, 2.2Kg for the free end plate, 9.9Kg for the support struts, 
2.6Kg for the sensors and 1.5Kg  for the 2 proof-mass actuators (PMA). 

3.3. IPEX-I1 Flight Data Results 

Figure 11. IPEX-I1 bay detail. 

Figure 12. LPEX-I1 support  struts. 

The flight experiment captured data over 50 hours of  on-orbit operations. The data was  recorded  in 5minutes blocks at 20- 
minute to 9-minute intervals required for data download to the tape recorders. During the first 45 hours, the data recorded the 
response of the boom during AIS normal operation modes, including gyros, thrusters, and  other payloads. This period  also 
included over 25 daylnight and  night/day transitions. Furthermore,  two experiments recorded at the slower sampling rate of 
909Hz to identify any aliased response. The  last 5 hours  of  the  AIS flight were specifically dedicated to IPEX,  and  all other 
payloads were turned off. The most important experiment  is a 5-minute segment when even the AIS gyros and thrusters were 
shut down, and the boom  went through a sudden  night to day transition. This is the minimum disturbance state of the AIS, 
and  is the period  most  likely to measure thermally induced microdynamics in the boom. There were also 14 experiments that 
performed multi-shaker modal tests for the purpose of  assessing  the on-orbit structural dynamic properties of the boom. Two 
experiments were also dedicated to evaluating the boom response to specific AIS mechanical disturbances: gyro response 
without thrusters, and dedicated thruster pulsing sequence  and direction with or without the gyros in the background. These 
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tests will estimate the amount of disturbance propagation attenuation, a critical issue  when predicting the response of the 
large precision structures to on-board disturbances. 

More  than 10 gigabytes of data has been collected  during the flight experiment. At this time the data has not been completely 
analyzed, and the post-flight instrument calibration and  verification  have  not yet been performed. The following is a 
synthesis of data that has been analyzed to date using  pre-flight calibration information. A future report will update this data 
as necessary. 
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predominant fiequency content. These  numbers  may  be  revised 
after the post-flight calibration tests are performed. 

During the transition time (30sec to 70sec), a snap  occurs at 58 
seconds into the data. This snap  is characterized by a lmg peak- 
to-peak impulse followed by a decayed ring down of a mode 
around 40 Hz. Pre-flight analysis predicted the  fundamental 
torsional mode at that frequency. This transient boom  snap  has a 
RMS of about 130pg, and  is the largest  near the tip. Channels 
away from the tip do not show the impulse at the  beginning of 
the snap, and have responses that are lower amplitude. One 
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seems to have triggered in the bays near the base of the  boom,  but  is  largest at the boom to AIS interface. It is  unclear 
whether the initial impulses  and the crackling are  related,  but  it is conceivable that this initial  impulse triggered an internal 
instability within the boom. 

There are still many snaps in the quiet period data that  have  yet to be identified. Also, the nightlday transitions recorded 
during the AIS normal operations period need to be  examined for similar snapping characteristics. These findings will be 
reported in the future. 

3.3 .b. Astro-Spas Mechanical Disturbances 
The latter part of the quiet period  and the following  next two experiments were dedicated to characterizing the Astro-Spas 
induced mechanical disturbances, namely, the thrusters and gyros. During  the  last 30 seconds of the quiet period (270-300 
sec, Fig. 14), the thrusters were activated in a particular sequence with the gyros still turned off. In the following 
experiments, the gyros were turned back on, and there were  intermittent periods when the thrusters were pulsed. During these 
experiments, the boom always remained in shadow,  and hence, was  unperturbed  by thermal disturbances. Thus, it was 
possible to individually characterize each disturbance source. The results are summarized in Fig. 15. The thrusters add  about 
120pg RMS broadband, to the response at the tip of the  boom,  with  predominant contributions at 400Hz to 480Hz, which  is 
aliased down  from 520Hz - 600Hz as confirmed  by  the data sampled at 900Hz, and  by the IPEX-I results. At the base of the 
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Dynamic properties of the boom  have  yet to be  extracted  from the flight tests. However, the data was verified, and a sample 
acceleration transfer function is shown in Fig. 22 for  the driving point at shaker #l .  The experiment was a broadband burst 
random test between 9.5Hz and 303Hz, performed at the  high force level of O.llb. The experiment was a total of 17  cycles 
over Sminutes, with 10 seconds of random shaking followed  by 8 seconds off. According to pre-flight analytical predictions 
the large peak at 38.5Hz should  be  the first torsional mode.  This is also the mode  that  was  most active during the local boom 
snap ring-down. The damping assessed by the half-power  bandwidth  method  is a approximately 4%. Pre-flight ground modal 
tests measured less than 1% damping for this mode. Some of the potential causes for the on-orbit damping increase are the 
frictional effects of the sensor cables or the friction of  the joints in  zero-g.  Post-flight testing of the boom will be performed 
with the same cabling configuration as  on orbit. This  will  demonstrated  whether the cables were responsible for  the 
additional damping. Assessing what  mechanisms  increase  damping on-orbit will be important for the accurate response 
prediction of the precision optical systems to on-board  disturbances. 

3.3 .d. Operating Mode Dynamics 
Data  from  the first 45-hour period during  nominal operating mode  has also been examined. RMS levels have been computed 
for each of the channels and experiments, and  compared.  The data shows that during this period, when the gyros, thrusters 
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Two separate experiments during the nominal period were  run at a slower sampling rate of 909Hz. Figure 25, compares the 
PSDs for Ch. 15 on the A / S  at the boom connection node.  The top PSD  is  for Exp. #1-01 sampled at 909Hz, and  the  bottom 
PSD is for the subsequent experiment Exp. #1-02  recorded at 1000Hz.  The 91Hz differences between the two plots clearly 
illustrate the aliased fkequencies in the data. In particular the  800Hz gyro mode is aliased down to 109Hz and 200Hz 
respectively, the 505Hz gyro mode  is aliased down to 404Hz and 495Hz respectively. Although aliasing is generally a 
problem, here aliasing is a tool that will be  used to track higher  fkequency  modes  such as would be expected during a snap. 

CH 
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, 6  
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10 
11 
12 
13 
14 

H 22  23 24 

RMS ( f f i )  Der FREQUENCY BANDS (Hz) 

45.9 
249.4 
89.8 
54.8 
73.3 
103.3 
70.6 
108.7 
111.4 
82.8 
15.1 
89.7 
87.5 
15.6 
13.9 
86.1 
46.3 
44.8 
53.1 
59.6 
53.7 
65.0 

79.3 
268.7 
136.8 
111.5 
113.4 
128.3 
101.3 
136.7 
150.1 
132.7 
198.4 
130.3 
147.2 
270.1 
37.8 
256.0 
74.5 
69.5 
80.5 
135.3 
88.9 
157.4 
66.9 

Figure 24. PSD  of  Boom  Ch.4X  for  Exp.#l-04. 

Table  4. RMS (pg) for  night  experiment #1-04 as  a function of channel Figure 25* Aliasing: PSD Of A'S Ch*15 at boom 
location and  bandwidth,  with  216Hz  filter  applied. Interface for Exp.#l-01 with  909Hz  sampling  rate, 

and Exp.#l-O2  with lOOOHz sampling rate. 
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4. CONCLUSION 
The IPEX experiments demonstrated the  high-frequency  nanometer  thermo mechanical stability of the ASTRO-SPAS 
platform and a representative boom on-orbit. Preliminary data indicates  that  all the instrumentation functioned as planned 
during the flight, and that the IPEX experiments were successful. The  broadband acceleration RMS levels both on  the 
ASTRO-SPAS  and the boom  were in the hundreds of  micro-G’s,  thus confirming their suitability for Origins-class payloads. 
Analyses have been performed that assess the disturbance contributions for spacecraft mechanisms such as gyros and 
thrusters, as well as thermal disturbances. 

Also, propagation attenuation of transient  disturbances  was  shown to significantly decrease in amplitude and change in 
aspect away  from the source. This may  be a direct result of wave dispersion effects, as well as the higher damping observed 
on-orbit. Thus, implying that transient disturbances would  mostly  impact  mechanical  and optical components located in the 
vicinity of the disturbance source. Furthermore, it  has  been  shown that traditional spectral methods are not appropriate to 
gauge the intensity of the transient disturbances. Some  snaps  have  been shown to have large instantaneous velocities and 
micron displacements, while not significantly perturbing the pg RMS levels.  All these issues are important when designing 
vibration attenuation strategies and predicting performances of sensitive opto-mechanical  elements. 

Foremost, IPEX demonstrated the existence of  internal  snaps in a pre-loaded joint-dominated structure, thus invalidating 
conventional wisdom which dictated that preload  prevents  all  motion  and stabilizes the microdynamics. It was noted that 
temperature variation is  only one of the  ways  load is internally  imparted to a structure. In theory, internal mass and inertia 
redistribution due to moving elements could trigger the same  microdynamic snap mechanisms. It was also shown that internal 
snaps are not all lurch-like events with  single-mode  ring down. Some microdynamic events are persistent, others occur prior 
to an abrupt thermal load variation, and others initiate  away  from the boom near the bolted interface connections. These 
observations are not unlike the phenomena observed after earthquakes,  with aftershocks occurring years later on unconnected 
faults. Although the source of these specific snaps has yet to be  identified  and  modeled,  it  is suspected that they  occur  along 
discontinuous contacting surfaces [6]. This is not restricted to the joint-dominated truss architecture of the IPEX boom. 
Discontinuous surfaces are also prevalent in composite structures, which  are  known to snap under thermal cycling. 

Nevertheless, the IPEX data demonstrated that even in the presence of microdynamic events, the ASTRO-SPAS spacecraft 
and the AEC-ABLE  ADAM  mast  boom provide the level of stability required for hture Origins mission, and as such, 
establish a cornerstone for  all future precision optical space  system designs. 

Continued analyses of the flight data, as well as modeling  and  ground test validation of observed space microdynamic events, 
in support of NASA’s Origins missions, will be  the emphasis of the future work performed under the Microdynamics 
Interferometry Technology Program at JPL. 
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